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Portable Steel Hoppers
Portable Steel Hoppers make handling waste
and bulk material safer and more convenient.
Fork truck entry tubes make dumping into large
containers easy. Usable fork pockets are 7-1/2"
x 2" on 21-5/8" centers (11-5/8" fork pocket
center for 1/2 cubic yard capacity models
only).  Foot operated caster lock is included.
Capacity is 2,000 lbs.  Units tilt with assistance
from operator handle for dumping contents.
Welded construction makes them durable. Each
unit has a powder coat finish.

Rubber Wheel Chocks
Constructed of reinforced rubber to provide a sure grip on virtually
any surface. Curved surface contours to fit tires. Rubber resists
tearing, abrasion, ozone weathering, etc. Functional design is
durable in all weather conditions.

EX-11
Extruded Rubber Chock
8½"W x 6"H x 8½"D
13 lbs.

All Terrain Pallet Truck
This lightweight yet strong tubular frame
design handles evenly distributed loads up to
2,000 lbs. (2,000 lbs. at 12" horizontal load
center and 1,500 lbs. at 15" horizontal load
center). Large wheels allow for movement over
most surfaces. Use at construction sites, gravel
pits and nurseries.  Features large 16" front
pneumatic tires and 10" pneumatic steering
wheels. Individual fork width is 4". Easy to
operate with three-position handle, UP, DOWN
and NEUTRAL. Optional Tow Bar package
allows the All Terrain Pallet Truck to be towed
by an ATV or small utility tractor.

Dual Handle Hand Trucks
Maximize control for different loads with
heavy-duty Dual Handle Hand Trucks. These
hand trucks can transport boxes or crates
wherever they are needed. Transport loads
smoothly and evenly over rough or uneven
floors. Ships knockdown. 

ALL-T-2
64"W x 50"L x 51"H
2,000 lbs. Capacity
Fork Width: 9-1/2" to 26"
Fork Length: 32"
Service Range: 3" to 9"
410 lbs.

P-HOP-1.5
49-3/4"H x 58-1/4"W x 52-3/8"D
2,000 Capacity
12-Gauge Steel
1.5 Cubic Yards
461 lbs.

P-HOP-0.5
37-3/4"H x 34-1/4"W x 52-5/8"D
2,000 Capacity
12-Gauge Steel
1/2 Cubic Yard
251 lbs.

P-HOP-1
47-1/8"H x 58-1/4"W x 52-1/8"D
2,000 Capacity
12-Gauge Steel
1 Cubic Yard
393 lbs.

“P” Handle Hand Trucks
The “P” style hand trucks are ideal for trans-
porting heavy and awkward loads. These
trucks work well for the user that needs to free
up one hand. The “P” shaped handle makes 
the truck easy to steer and maneuver.

SPHT-500S
10" x 3½" Pneumatic Wheels
13¾"W x 7½"D Nose Plate
500 lbs. Capacity
21"W x 18"D x 52"H
37 lbs.

DHHT-500S
10" x 3½" Pneumatic Wheels
13¾"W x 6½"D Nose Plate
500 lbs. Capacity
22½"W x 17½"D x 44½"H
36 lbs. TWC-400

16¼"W x 12"D Nose Plate
400 lbs. Capacity
23¾"W x 22"D x 50"H
47 lbs.

*Must ship truck. No UPS.

Four Wheel Multi-Position Steel Hand Trucks*
This hand truck is great for uneven surfaces
and outdoor work. Small 4" x 1¼" mold-on-
rubber swivel casters are located at the back
of the cart to stabilize loads and prevent tip-
ping. The back casters will also transform the
unit into a horizontal platform truck. The unit
will lie back horizontally, the handle will
release to a standard position and now the
cart is a platform truck. 10" x 3½" pneumatic
casters. Ships knockdown.

Shown with optional
tow bar package
(ALL-TTB)

CYLINDERS

Double Acting Cylinders
• 31 Models.
• Available in custom 

strokes and sizes.
• Relief valves protect

against over pressurizing.
• Standard collar threads on

models up to 200 tons.
• Optional custom base and

collar threads available on
models 300 tons and up.

• Ideal for heavy-duty 
applications.

• Provides force in advance
and return cycles.

• High flow quality couplers.
• Plated pistons to resist scoring and corrosion.
• Stop ring for piston blow-out protection.
• Large bearings resist side load.
• Rod wiper protects inner cylinder from dirt.

Single-Acting Hollow Cylinders
• 12 standard models.
• HARD-KOR™ design!
• No potential leak 

points at base.
• Extra protection against

base blow-out.
• Lower profiles for 

more versatility.
• Double wipers protect

against contamination.
• Faster retraction 

increases productivity.
• Large center holes for

greater flexibility.
• Rhino-Rod™ pistons resist scoring and corrosion.
• Lower operating pressures.
• Doubles as lifting cylinder.
• High flow coupling with tough rubber dust cap.
• Precision construction that prevents seal extrusion.

Double-Acting Hollow Cylinders
• 11 standard models.
• HARD-KOR™ design

for longer life.
• Relief valves 

protect against 
over pressurizing.

• High flow 
quality couplers.

• Large diameter 
center holes.

• Rhino-Rod™ pistons
resist scoring 
and corrosion.

• Stop ring for piston
blow-out protection.

• Available in custom strokes.
• Rod wiper protects inner cylinder from dirt.

Load Return Cylinders
• 31 Models.
• Rated for full duty.
• High flow couplers.
• Low closed heights.
• Plated pistons to resist

scoring and corrosion.
• Stop rings for piston 

blow-out protection.
• Large bearings resist 

side load.
• Available in custom

strokes and capacities.
• Rod wiper protects

inner cylinder from dirt.
• Domed pistons on 150

to 1,000 ton capacities
help resist side load.

• 5° Swivel on 30 to 100 ton capacity load caps for side 
load protection.

• Exceeds ANSI/ASME B30.1 safety standards.
• Optional swivel load caps are available for 150 through 1,000

ton models.
• Removable swivel lifting eyes on 100 through 1,000 ton models.

Lock Nut Cylinders
• 32 Models.
• Stop ring for piston 

blow-out protection.
• 5° Swivel load caps in 

30 through 100 tons 
to resist side load.

• Optional swivel load 
caps are available 
for 150 through 1,000 
ton models.

• Domed pistons in 150
through 1,000 tons to
resist side load.

• Lock nuts for extended
load holding.

• Plated pistons to resist scoring and corrosion.
• Grease fitting for added weather protection.
• High flow couplers.
• Available in custom strokes and capacities.
• Exceeds ANSI/ASME B30.1 safety standards.
• Removable swivel lifting eyes on 100 through 1,000 ton models.
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Spring Return Cylinders
• 36 Models.
• High flow 

quality couplers.
• Collar threads 

designed for 
full load.

• Base and piston 
mountings for 
easy fisturing.

• Removable load 
caps for flexibility 
and safety.

• Stop ring for piston 
blow-out protection.

• Plated piston to 
resist scoring
and corrosion.

• Large bearings resist side load.
• Rod wiper protects inner cylinder 

from dirt.



PUMPS
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HAND PUMPS – Heavy-Duty Hand Pumps
• 8 Models.
• Low, back saving handle effort.
• High displacements of oil per stroke.
• Adjustable handle effort / dual 

pivot points.
• Heavy-duty, all metal construction 

for durability.
• Handle latch for easy carrying.
• Large, easy fill reservoirs.
• External adjustable relief valves.

Model Type of Pressure Oil Volume Usable Oil
Number Cyl. Rating Per Stroke Capacity Weight

(PSI) (cu. in.) (cu. in.) (lbs.)

P140 2.8 180 26
P300 Single- 1 Stage 400 .24 300 37
P230 Acting 2 Stage 10,000 7.7 230 49
P461 .3 460 61
P140D 2.8 180 30
P300D Double- 1 Stage 400 .24 300 41
P230D Acting 2 Stage 10,000 7.7 230 49
P461D .3 460 61

Two Speed Hand Pumps for Single- and Double-Acting Cylinders

• 16 standard models.
• Rated for continuous duty.
• Suc-O-Matic feature reduces retraction time.
• Two-speed operation provides fast advance.
• Higher crossover for faster cylinder cycle.
• Starts under full load.
• Runs reliably on long extension cords.
• Maximum amperage draw 10 amps.
• Adjustable relief for variable pressure settings.
• Dual ports for easier plumbing.
• Quiet running (80dBA).
• All dump pumps come standard with motor pendant switch with 20' cord.

Model Reservoir Valve
Number Size Motor Flow Rate Weight

(Gal.) Model Style Function Specifications @115 VAC (lbs.)

PED2001 1 Dump Auto Remote Advance/ 56
PED2002 2 Dump Retract Actuated Retract 64
PEM2021 1 VP2 2-Position Adavnce 56
PEM2022 2 VP2 Standard 2-Way Manual Retract 64
PEM2031 1 VP3* Lever 0.5 HP 400 cu. in. 62
PEM2032 2 VP3* Actuated Advance/ Single Phase @ 600 PSI 70
PEM2052 2 VPL3* Locking 3-Position Hold/ 71
PES2031 1 VPS3* Standard 3-Way Remote Retract/ Permanent Magnet 66
PES2032 2 VPS3* Solenoid 115 VAC 50/60 Hz 20 cu. in. 73
PES2052 2 VPSL3* Locking Actuated 10 amps at 10,000 PSI @10,000 PSI 74
PEM2041 1 VP4 Standard Manual 62
PEM2042 2 VP4 Lever Advance/ 70
PEM2062 2 VPL4 Locking 3-Position Actuated Hold/ 71
PES2041 1 VPS4 Standard 4-Way Remote Retract 66
PES2042 2 VPS4 Solenoid 73
PES2062 2 VPSL4 Locking Actuated 74

PE-20 Series 0.5 HP Electric Powered Pumps – 10,000 psi capacity
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*Includes Suc-O-Matic.

POWER PUMPS – Electric .5 HP 20 Series

MECHANICAL JACKS

• 5-Ton Ratchet Jacks
These units are all mechanically identical 
and vary only in stroke and height.

• A1538 Utility Pole Jack
Lightweight aluminum alloy housing is used for pole
lining maintenance by telephone, light and power,
and railroad companies. Jack pivots, I-Beam base
assures firm foundation. Alloy steel chain, I-Beam
base, and steel lever bar are all ordered separately.

I-Beam Base Order#: 10800
Alloy Chain Order#: 10760

Model
No.
84A
85A
86A
1017
A1022
22B
A1538
24A
2029

Supporting
Cap.
(tons)

5

10

15

20

Stroke
(in.)

7
10
13

9-1/2

12

22
13
18

Lifting
Cap.
(tons)

5

10

8

15

Handle
Effort

per Ton
(lbs.)

32

30

32

32

Cap
Min.

Height
(in.)
14
17
20

17-1/4

21-5/8

-
23-1/4
28-1/4

Toe
Min.

Height
(in.)

1-3/4

2

2-1/4

-

2-1/4

Base
Size
(in.)

5 x 7-3/8

6 x 8-3/4

6-1/2 x 10-1/4

8 x 8-1/4
8 x 10-1/4

8 x 11

Wt.
(lbs.)

28
30
35
40
42
70
62
93

104

Order
Number

10640

10665

10675

Lgth.
(in.)

36

60

72

Dia.
(in.)

1

1-1/4

1-1/4

Wt.
(lbs.)

8

17

20

Ratchet Jacks
Steel Lever Bars

Pivot Bases are included on model A1538.
Optional for the A1538 are I-Beam Base (#10800) and Chain (#10760).
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RATCHET JACKS
• 8 Models.
• Double lever sockets for jacking in close quarters.
• Multiple tooth pawls for strength and safety.
• Drop-forged, alloy steel, heat treated components.
• Adjustable spring links.
• Plated springs to resist corrosion.
• Precision machining throughout.
• Large base insures a firm foundation.
• Supports full rated capacity on the toe or the cap.
• Steel lever bars sold separately.

• 10-Ton Ratchet Jacks
The 1017 and 22B incorporate a ductile iron housing
for maximum durability. The A1022, which is identical
to the 22B except for an aluminum housing, is the
ideal choice when portability is important. These
jacks are often selected for lifts of 10 tons or less
because of their low handle effort.

10-Ton Ratchet Jacks

5-Ton Ratchet Jacks

Utility Pole Jack



Steel Lever Bars

MECHANICAL JACKS

Model

1-1/2 x 6
1-1/2 x 8
1-1/2 x 12
2 x 8
2 x 10
2 x 12
2-1/2 x 8
2-1/2 x 12
2-1/2 x 18

Order
Number

03060
03090
03120
03165
03195
03210
03240
03255
03300

Sustaining
Capacity

(tons)

12

20

24

Closed
Height

(in.)

9-3/4
11-5/8
15-5/8
11-3/4
13-3/4
15-3/4

13
17
23

Stroke
(in.)

3-3/4
5-3/4
9-3/4

5
7
9

4 -1/4
8-1/4

14-1/4

Handle
Effort

Per Ton
(lbs.)

16

15

Base
Dia.
(in.)

4-3/4
5-1/2
6-1/4

6
6-1/2
6-3/4
6-1/2
7-1/4
8-1/2

Wt.
(lbs.)

10
12
16
17
20
24
28
37
52

Order
Number

10621

10635

10655

Lgth.
(in.)

24

36

42

Dia
(in.)

3/4

13/16

1-1/8

Wt.
(lbs.)

4

6

12

Screw Jacks

SCREW JACKS
• 9 Models.
• Ductile iron bodies for strength.
• Positive stop for safety.
• Supports loads indefinitely, and 

won’t creep down.
• Serrated load cap.
• Steel lever bars sold separately.

Simplex screw jacks are used to
adjust the height of this roller fixture.
“We use this fixture during the
assembly of long pieces of screw
stock.” “Simplex screw jacks make
fixturing easy and precise.”

Drop-forged steel
load cap is serrated to
prevent load slippage.

Single Chrome-moly
ball reduces 
operating friction.

Four-way head
permits lever bar
insertion at 
four angles.

Welded Stop

Ductile iron
housing
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Max. Allowable
Horizontal Spacing (ft.)

TRENCH BRACES

TRENCH BRACES
Simplex Trench Braces provide efficient, 
economical protection against cave-ins and
costly redigging in construction and utility main-
tenance. Braces extend by turning the lever nut
handle. The ball socket joints tilt for added 
safety on angular mounting. Holes on each
end facilitate mounting to wood members.

Specifying Simplex Trench Braces
Simplex trench braces are designed for use with standard
schedule 40 pipe. Screw end models SE-12, SE-16 and butt
end model BE-25 use 1-1/2" diameter pipe. Model SE-18
and butt end BE-35 use 2" diameter pipe. Pipe should be
cut to length based on the chart below and drawing in Fig. 1.

Trench
Depth

(ft.)

5
to
10

10
to
15

Horizontal
Spacing

(ft.)

up to 6

up to 8

up to 10
up to 12

up to 6

up to 8

up to 4
SE12
SE16
SE12
SE16
SE18
SE18
SE12
SE16
SE18

up to 6
SE12
SE16
SE12
SE16
SE18
SE18
SE12
SE16
SE18

up to 8

SE18

SE18

SE18

SE18

Vertical
Spacing

(ft.)

4

Size
(in.)

8 x 8

8 x 8

Quick Reference Timber/Trench Brace Equivalancy Tables*
The following charts are based on OSHA Timber/Trench Brace Charts* which do not consider transverse loading conditions.

Width of Trench (ft.)

4'

2" x 6"

5'

2" x 6"

6'

2" x 6"

2" x 6"

3" x 8"

8'

2" x 6"

Vertical
Spacing

(ft.)

4

4

Cross Brace Wales Uprights (in.)

Not 
Req.

Not 
Req.

Max. Allowable
Horizontal Spacing (ft.)

Trench
Depth

(ft.)

5
to
10

Horizontal
Spacing

(ft.)

up to 6

up to 4

SE18

up to 6

SE18

Vertical
Spacing

(ft.)

5

Size
(in.)

6 x 8

Width of Trench (ft.)

3'

2" x 6"

Vertical
Spacing

(ft.)

5

Cross Brace Wales Uprights (in.)

Model
Number

SE-12
SE-16
SE-18

Adjust
Range

(in.)
7

10

“A”
Min. Pipe

Lgth. 
(in.)
12
16
18

Butt
End

BE-25

BE-35

Pipe
Size
(in.)

1-1/2

2

“B”
Min. Closed

Ht. 
(in.)
18
22

25-1/2

* Refer to OSHA Standard, 29CRF 1926, subpart P-Excavations (table C-1.1 and C-1.2).

Soil Type B   Pa = 45 x h + 72 psf (2ft. Surcharge)

Soil Type A  Pa = 25 x h + 72 psf (2ft. Surcharge)

Dimensions assume the use of both screw and butt ends
together as an assembly.

(Fig.1) All Trench Brace Models

Schedule 40
1-1/2" or 2" Pipe

B

A
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CABLE WINCH HOISTS

Three Frame Sizes Made in U.S.A.

• 1/2- to 3-ton capacities.
• Cable lengths to 38 feet.
• Lightweight from 7 lbs.
• Available with these options:

• Marine grade.
• Cable return crank.
• Rapid lowering.
• Choice of safety hooks.

Lift, Lower, Pull, Bend, Stretch, Tighten
at any Angle, in any Position.
(when used in accordance with accepted rigging practices)

Lightweight, portable LUG-ALLs are easy to carry...easy to rig. Safe and sturdy, these dependable
cable ratchet-lever winch hoists have unlimited applications in industry and construction. Safety
features include a unique reversible handle that bends when the hoist is overloaded, and an 
inter-locking pawl system that provides positive load control.

high-strength
aluminum

alloy frame

interlocking
pawl system

all cable 
stores

on drum

reversible 
safety 

handle

self cleaning
open

construction

highly
flexible

air-craft
cable

self-
lubricating

bearings

extra hook
and pulley

forged-steel
safety hooks

Lug-All Car Door Pullers
ALL LUG-ALLS ARE GUARANTEED

FOR ONE YEAR AGAINST
DEFECTIVE PARTS AND/OR

WORKMANSHIP

LUG-ALL Car Door Pullers are
compact and portable – but 
rugged enough to open box car
doors without banging or prying.
With a LUG-ALL, even dislodg-
ing stuck doors becomes a 
one-man job.
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Small

Medium Large

Medium

CABLE MODEL SPECIFICATIONS
LUG-ALL Model No.’s Double Line Single Line

Handle Min. Handle Min.
pull for Distance pull for Distance NET

Standard Rapid Capacity full load Lifting Between Capacity full load Lifting Between Cable Weight
CAPACITY Lowering Model Lowering Model in Lbs. (lbs.) Distance Hooks in Lbs. (lbs.) Distance Hooks Diam. (lbs.)

1/2 Ton 1000-15SH 115-RSH ----- ----- ----- ----- 1000 77 15' 16" 3/16" 7

3/4 Ton 1500-25SH 125-RSH 1500 67 12-1/2' 21" 750 65 25' 16" 5/32" 8-1/2

1-1/8 Ton 2250-15SH 215-RSH 2250 86 7-1/2' 21" 1125 83 15' 16" 3/16" 8-3/4

1-1/8 Ton 2250-20SH ----- 2250 86 10' 21" 1125 83 20' 16" 3/16" 9-1/4

1-1/2 Ton 3000-10SH 310-RSH 3000 100 5' 21" 1500 97 10' 16" 7/32" 9

1-1/8 Ton 2250-38SH 238-RSH 2250 100 19' 23-1/2" 1125 83 38' 18" 3/16" 13-3/4

1-1/2 Ton 3000-30SH 330-RSH 3000 100 15' 23-1/2" 1500 97 30" 18" 7/32" 13-3/4

2 Ton 4000-20SH 420-RSH 4000 115 10' 26-1/2" 2000 110 20' 18-1/2" 1/4" 15-1/2

3 Ton 6000-15SH ----- 6000 105 7-1/2' 34" 3000 105 15' 26-1/2" 5/16" 34

Small

Medium

Medium Large

CARGO CONTROL
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Winch Strap Assemblies

LoadGard™* WearGard™*
End Fitting Width Length MBS** WLL** Part # Part #  
Flat Hook (FH) 2" 20 ft. 10,000 lbs. 3,335 lbs. WS220FH-Y WS220FH 

2" 27 ft. 10,000 lbs. 3,335 lbs. WS227FH-Y WS227FH 
3" 27 ft. 13,000 lbs. 4,335 lbs. WS327FH-Y WS327FH 
3" 30 ft. 13,000 lbs. 4,335 lbs. WS330FH-Y WS330FH 
4" 27 ft. 15,000 lbs. 5,000 lbs. WS427FH-Y WS427FH 
4" 30 ft. 15,000 lbs. 5,000 lbs. WS430FH-Y WS430FH

Delta Ring (DR) 2" 20 ft. 10,000 lbs. 3,335 lbs. WS220DR-Y WS220DR 
2" 27 ft. 10,000 lbs. 3,335 lbs. WS227DR-Y WS227DR 
3" 27 ft. 13,000 lbs. 4,335 lbs. WS327DR-Y WS327DR 
3" 30 ft. 13,000 lbs. 4,335 lbs. WS330DR-Y WS330DR
4" 27 ft. 15,000 lbs. 5,000 lbs. WS427DR-Y WS427DR 
4" 30 ft. 15,000 lbs. 5,000 lbs. WS430DR-Y WS430DR

Chain & Grab 3" 27 ft. 13,000 lbs. 4,335 lbs. WS327CG-Y WS327CG 
Hook (CG) 3" 30 ft. 13,000 lbs. 4,335 lbs. WS330CG-Y WS330CG 

4" 27 ft. 15,000 lbs. 5,000 lbs. WS427CG-Y WS427CG 
4" 30 ft. 15,000 lbs. 5,000 lbs. WS430CG-Y WS430CG

Triangle & Grab 4" 27 ft. 15,000 lbs. 5,000 lbs. WS427TH-Y WS427TH 
Hook (TH) 4" 30 ft. 15,000 lbs. 5,000 lbs. WS430TH-Y WS430TH
Looped End (LE) 4" 30 ft. 16,000 lbs. 5,335 lbs. WS430LE-Y WS430LE

End Fitting Width Length Capacity Part #
1" Assembly – Rated in straight pull capacity w/ #1800 ratchet and 2,500 lb. webbing
J-Hook and Keeper (JK) 1" 12 ft. 1,500 lbs. 30R12JK

1" 15 ft. 1,500 lbs. 30R15JK
1" 20 ft. 1,500 lbs. 30R20JK

S-Hook (S) 1" 12 ft. 1,500 lbs. 30R12S
1" 15 ft. 1,500 lbs. 30R15S
1" 20 ft. 1,500 lbs. 30R20S

Snap Hook (SP) 1" 12 ft. 1,500 lbs. 30R12SP
1" 15 ft. 1,500 lbs. 30R15SP
1" 20 ft. 1,500 lbs. 30R20SP

Endless (E) (No End Fitting) 1" 12 ft. 1,500 lbs. 30R12E
1" 15 ft. 1,500 lbs. 30R15E
1" 20 ft. 1,500 lbs. 30R20E

1" Assembly – Rated in straight pull capacity w/ #1801 ratchet and 4,000 lb. webbing
J-Hook and Keeper (JK) 1" 15 ft. 3,000 lbs. 40R15JK

1" 20 ft. 3,000 lbs. 40R20JK
J-Hook (J) 1" 15 ft. 3,000 lbs. 40R15J

1" 20 ft. 3,000 lbs. 40R20J
Snap Hook (SP) 1" 15 ft. 3,000 lbs. 40R15FSH

1" 20 ft. 3,000 lbs. 40R20FSH
Endless (E) (No End Fitting) 1" 15 ft. 3,000 lbs. 40R15E

1" 20 ft. 3,000 lbs. 40R20E
1-3/8" Assembly – Rated in straight pull capacity w/ #1804 ratchet and 5,500 lb. webbing
J-Hook (J) 1-3/8" 15 ft. 4,000 lbs. 80R15J

1-3/8" 20 ft. 4,000 lbs. 80R20J
Snap Hook (S) 1-3/8" 15 ft. 4,000 lbs. 80R15SP

1-3/8" 20 ft. 4,000 lbs. 80R20SP
Endless (E) (No End Fitting) 1-3/8" 15 ft. 4,000 lbs. 80R15E

1-3/8" 20 ft. 4,000 lbs. 80R20E
2" Assembly – Rated in straight pull capacity w/ #1803 ratchet and 5,500 lb. webbing
J-Hook and Keeper (JK) 2" 12 ft. 3,000 lbs. 60R12JK

2" 20 ft. 3,000 lbs. 60R20JK
J-Hook (J) 2" 12 ft. 3,000 lbs. 60R12J

2" 20 ft. 3,000 lbs. 60R20J
Snap Hook (SP) 2" 12 ft. 3,000 lbs. 60R12SP

2" 20 ft. 3,000 lbs. 60R20SP 
Endless (E) (No End Fitting) 2" 12 ft. 3,000 lbs. 60R12E

2" 20 ft. 3,000 lbs. 60R20E

2500# Web. 4000# Web.
End Fitting Width Length Capacity Part # Part #

1" Assembly – Rated in straight pull capacity w/ #1152 cam buckle and 2,500 lb. or 
4,000 lb. webbing
J-Hook and 1" 9 ft. 1,000 lbs. 20B9JK 25B9JK
Keeper (JK) 1" 12 ft. 1,000 lbs. 20B12JK 25B12JK

1" 20 ft. 1,000 lbs. 20B20JK 25B20JK
S-Hook (S) 1" 5 ft. 1,000 lbs. 20B5S 25B5S

1" 12 ft. 1,000 lbs. 20B12S 25B12S
1" 20 ft. 1,000 lbs. 20B20S 25B20S

Endless (E) 1" 12 ft. 1,000 lbs. 20B12E 25B12E
(No End Fitting) 1" 12 ft. 1,000 lbs. 20B20E

Qty. Part #
2 per bag SPA2
20 Bulk Box SPA20

Ratchet Buckle Assemblies

Flat Hook (FH)

Delta Ring (DR)
Chain & Grab
Hook (CG)

Cam Buckle Assemblies

Stake Pocket Anchors

Triangle & Grab
Hook (CG)

2" Ratchet Strap 
Assemblies

3" Ratchet Strap Assemblies

LoadGard™* WearGard™*
End Fitting Width Length MBS** WLL** Part # Part #  
Flat Hook (FH) 2" 27 ft. 6,000 lbs. 2,000 lbs. 6R27FH-Y 6R27FH 

2" 30 ft. 6,000 lbs. 2,000 lbs. 6R30FH-Y 6R30FH 
2" 27 ft. 9,000 lbs. 3,000 lbs. E10R27FH-Y E10R27FH
2" 30 ft. 9,000 lbs. 3,000 lbs. E10R30FH-Y E10R30FH 
2" 27 ft. 10,000 lbs. 3,335 lbs. 10R27FH-Y 10R27FH 
2" 30 ft. 10,000 lbs. 3,335 lbs. 10R30FH-Y 10R30FH 
2" 27 ft. 12,000 lbs. 4,000 lbs. 12R27FH-Y 10R27FH 
2" 30 ft. 12,000 lbs. 4,000 lbs. 12R30FH-Y 12R30FH

Delta Ring (DR) 2" 27 ft. 6,000 lbs. 2,000 lbs. 6R27DR-Y 6R27DR
2" 30 ft. 6,000 lbs. 2,000 lbs. 6R30DR-Y 6R30DR 
2" 27 ft. 9,000 lbs. 3,000 lbs. E10R27DR-Y E10R27DR 
2" 30 ft. 9,000 lbs. 3,000 lbs. E10R30DR-Y E10R30DR 
2" 27 ft. 10,000 lbs. 3,335 lbs. 10R27DR-Y 10R27DR
2" 30 ft. 10,000 lbs. 3,335 lbs. 10R30DR-Y 10R30DR 
2" 27 ft. 12,000 lbs. 4,000 lbs. 12R27DR-Y 10R27DR 
2" 30 ft. 12,000 lbs. 4,000 lbs. 12R30DR-Y 10R30DR

Chain & Grab 2" 27 ft. 6,000 lbs. 2,000 lbs. 6R27CG-Y 6R37CG
Hook (CG) 2" 30 ft. 6,000 lbs. 2,000 lbs. 6R30CG-Y 6R30CG 

2" 27 ft. 9,000 lbs. 3,000 lbs. E10R27CG-Y E10R27CG 
2" 30 ft. 9,000 lbs. 3,000 lbs. E10R30CG-Y E10R30CG 
2" 27 ft. 10,000 lbs. 3,335 lbs. 10R27CG-Y 10R27CG 
2" 30 ft. 10,000 lbs. 3,335 lbs. 10R30CG-Y 10R30CG

Triangle & Grab 2" 27 ft. 9,000 lbs. 3,000 lbs. E10R27TH-Y E10R27TH 
Hook (TH) 2" 30 ft. 9,000 lbs. 3,000 lbs. E10R30TH-Y E10R30TH 

2" 27 ft. 10,000 lbs. 3,335 lbs. 10R27TH-Y 10R27TH 
2" 30 ft. 10,000 lbs. 3,335 lbs. 10R30TH-Y 10R30TH 

LoadGard™* WearGard™*
End Fitting Width Length MBS** WLL** Part # Part #  
Flat Hook (FH) 3" 27 ft. 15,000 lbs. 5,000 lbs. 15R27FH-Y 15R27FH 

3" 30 ft. 15,000 lbs. 5,000 lbs. 15R30FH-Y 15R30FH 
Delta Ring (DR) 3" 27 ft. 15,000 lbs. 5,000 lbs. 15R27DR-Y 15R27DR 

3" 30 ft. 15,000 lbs. 5,000 lbs. 15R30DR-Y 15R30DR 
Chain and 3" 27 ft. 15,000 lbs. 5,000 lbs. 15R27CG-Y 15R27CG 
Grab Hook (CG) 3" 30 ft. 15,000 lbs. 5,000 lbs. 15R30CG-Y 15R30CG 

3" 27 ft. 15,000 lbs. 5,000 lbs. 15R27TH-Y 15R27TH 
Triangle and 3" 30 ft. 15,000 lbs. 5,000 lbs. 15R30TH-Y 15R30TH 
Grab Hook (TH)

Fits most full sized pickup trucks.

* LoadGard™ Yellow Standard Treated Webbing
WearGard™ Orange Premium PVC Impregnated Webbing

** MBS = Minimum Break Strength
WLL = Working Load Limit



WEB SLINGS
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Synthetic Web Slings

HIGH CAPACITY - Class 7 - Yellow - Nylon
• Type I - Triangle and Choker (TC)
• Type II - Triangle and Triangle (TT)

Type I and Type II have steel hardware, Type II cannot be used in
a choker hitch.

• Type III - Flat Eye and Eye (EE)
• Type IV - Twisted Eye (EE)

Note: Tapering - Eyes of Types III and IV are tapered starting at 3" widths
unless otherwise specified. These wider slings are tapered at the bearing
points to better accommodate a crane hook. Polyester eyes have a
Cordura® protective sleeving sewn in the eyes.

Sling Rated Capacities Type I Type II
Width Vertical Choker Basket Part # Part #  

One Ply 2" 3,200 lbs. 2,560 lbs. 6,400 lbs. TC1702 TT1702 
3" 4,700 lbs. 3,760 lbs. 9,400 lbs. TC1703 TT1703
4" 6,400 lbs. 5,120 lbs. 12,800 lbs. TC1704 TT1704
6" 9,300 lbs. 7,440 lbs. 18,600 lbs. TC1706 TT1706
8" 11,800 lbs. 9,440 lbs. 23,600 lbs. TC1708 TT1708

10" 14,700 lbs. 11,760 lbs. 29,400 lbs. TC1710 TT1710
12" 17,600 lbs. 14,080 lbs. 35,200 lbs. TC1712 TT1712

Two Ply 2" 6,400 lbs. 5,120 lbs. 12,800 lbs. TC2702 TT2702
3" 8,800 lbs. 7,040 lbs. 17,600 lbs. TC2703 TT2703
4" 11,500 lbs. 9,200 lbs. 23,000 lbs. TC2704 TT2704
6" 16,500 lbs. 13,200 lbs. 33,000 lbs. TC2706 TT2706
8" 22,700 lbs. 18,160 lbs. 45,400 lbs. TC2708 TT2708

10" 28,400 lbs. 22,720 lbs. 56,800 lbs. TC2710 TT2710
12" 34,100 lbs. 27,280 lbs. 68,200 lbs. TC2712 TT2712

MEDIUM CAPACITY - Class 5 - Orange - Nylon
• Type I - Triangle and Choker (TC)
• Type II - Triangle and Triangle (TT)

Type I and Type II have steel hardware, Type II cannot be used in a 
choker hitch.

Sling Rated Capacities Type I Type II
Width Vertical Choker Basket Part # Part #  

One Ply 2" 2,200 lbs. 1,760 lbs. 4,400 lbs. TC1502 TT1502
3" 3,300 lbs. 2,640 lbs. 6,600 lbs. TC1503 TT1503
4" 4,400 lbs. 3,520 lbs. 8,800 lbs. TC1504 TT1504

Two Ply 2" 4,400 lbs. 3,520 lbs. 8,800 lbs. TC2502 TT2502
3" 6,600 lbs. 5,280 lbs. 13,200 lbs. TC2503 TT2503
4" 8,200 lbs. 6,560 lbs. 16,400 lbs. TC2504 TT2504

Sling Rated Capacities Type III Type IV
Width Vertical Choker Basket Part # Part #  

One Ply 1" 1,600 lbs. 1,280 lbs. 3,200 lbs. EE1701 EE1701T
2" 3,200 lbs. 2,560 lbs. 6,400 lbs. EE1702 EE1702T
3" 4,700 lbs. 3,760 lbs. 9,400 lbs. EE1703 EE1703T
4" 6,400 lbs. 5,120 lbs. 12,800 lbs. EE1704 EE1704T
6" 9,300 lbs. 7,440 lbs. 18,600 lbs. EE1706 EE1706T
8" 11,800 lbs. 9,440 lbs. 23,600 lbs. EE1708 EE1708T

10" 14,700 lbs. 11,760 lbs. 29,400 lbs. EE1710 EE1710T
12" 17,600 lbs. 14,080 lbs. 35,200 lbs. EE1712 EE1712T

Two Ply 1" 3,100 lbs. 2,840 lbs. 6,200 lbs. EE2701 EE2701T
2" 6,400 lbs. 5,120 lbs. 12,800 lbs. EE2702 EE2702T
3" 9,300 lbs. 7,440 lbs. 18,600 lbs. EE2703 EE2703T
4" 11,500 lbs. 9,200 lbs. 23,000 lbs. EE2704 EE2704T
6" 16,500 lbs. 13,200 lbs. 33,000 lbs. EE2706 EE2706T
8" 22,700 lbs. 18,160 lbs. 45,400 lbs. EE2708 EE2708T

10" 28,400 lbs. 22,720 lbs. 56,800 lbs. EE2710 EE2710T
12" 34,100 lbs. 27,280 lbs. 68,200 lbs. EE2712 EE2712T

Four Ply 1" 5,500 lbs. 4,400 lbs. 11,000 lbs. EE4701 EE4701T
2" 11,000 lbs. 8,800 lbs. 22,000 lbs. EE4702 EE4702T
3" 16,400 lbs. 13,120 lbs. 32,800 lbs. EE4703 EE4703T
4" 20,400 lbs. 16,320 lbs. 40,800 lbs. EE4704 EE4704T
6" 30,600 lbs. 24,480 lbs. 61,200 lbs. EE4706 EE4706T

• Type III - Flat Eye and Eye (EE)
• Type IV - Twisted Eye (EE)

Note: Tapering - Eyes of Types III and IV are tapered starting at 3" widths
unless otherwise specified. These wider slings are tapered at the bearing
points to better accommodate a crane hook.

Sling Rated Capacities Type III Type IV
Width Vertical Choker Basket Part # Part #  

One Ply 1" 1,100 lbs. 880 lbs. 2,200 lbs. EE1501 EE1501T
2" 2,200 lbs. 1,760 lbs. 4,400 lbs. EE1502 EE1502T
3" 3,300 lbs. 2,640 lbs. 6,600 lbs. EE1503 EE1503T
4" 4,400 lbs. 3,520 lbs. 8,800 lbs. EE1504 EE1504T

Two Ply 1" 2,200 lbs. 1,760 lbs. 4,400 lbs. EE2501 EE2501T
2" 4,400 lbs. 3,520 lbs. 8,800 lbs. EE2502 EE2502T
3" 6,600 lbs. 5,280 lbs. 13,200 lbs. EE2503 EE2503T
4" 8,200 lbs. 6,560 lbs. 16,400 lbs. EE2504 EE2504T

• Type V - Endless (EN)
Sling Rated Capacities Type V
Width Vertical Choker Basket Part #  

One Ply 1" 3,200 lbs. 2,560 lbs. 6,400 lbs. EN1701
2" 6,200 lbs. 5,000 lbs. 12,400 lbs. EN1702
3" 9,400 lbs. 7,520 lbs. 18,800 lbs. EN1703
4" 12,400 lbs. 9,920 lbs. 24,800 lbs. EN1704
6" 18,600 lbs. 14,880 lbs. 37,200 lbs. EN1706
8" 21,200 lbs. 16,960 lbs. 42,400 lbs. EN1708

10" 26,500 lbs. 21,200 lbs. 53,000 lbs. EN1710
12" 31,800 lbs. 25,440 lbs. 63,600 lbs. EN1712

Two Ply 1" 6,200 lbs. 4,960 lbs. 12,400 lbs. EN2701
2" 12,400 lbs. 9,920 lbs. 24,800 lbs. EN2702
3" 17,600 lbs. 14,080 lbs. 35,200 lbs. EN2703
4" 22,000 lbs. 17,600 lbs. 44,000 lbs. EN2704
6" 33,000 lbs. 26,400 lbs. 66,000 lbs. EN2706
8" 42,300 lbs. 33,840 lbs. 84,600 lbs. EN2708

10" 52,900 lbs. 42,320 lbs. 105,800 lbs. EN2710
12" 63,500 lbs. 50,800 lbs. 127,000 lbs. EN2712

Four Ply 1" 11,000 lbs. 8,800 lbs. 22,000 lbs. EN4701
2" 22,000 lbs. 17,600 lbs. 44,000 lbs. EN4702
3" 32,900 lbs. 26,320 lbs. 65,800 lbs. EN4703
4" 40,800 lbs. 32,640 lbs. 81,600 lbs. EN4704
6" 61,200 lbs. 48,960 lbs. 122,400 lbs. EN4706

• Type V - Endless (EN)

For Treated Polyester web slings add “P” to part number.

WARNING – Do Not Excede Rated Capacities.

Sling Rated Capacities Type V
Width Vertical Choker Basket Part #  

One Ply 1" 2,200 lbs. 1,760 lbs. 4,400 lbs. EN1501
2" 4,400 lbs. 3,520 lbs. 8,800 lbs. EN1502
3" 6,600 lbs. 5,280 lbs. 13,200 lbs. EN1503
4" 8,800 lbs. 7,040 lbs. 17,600 lbs. EN1504

Two Ply 1" 4,400 lbs. 3,520 lbs. 8,800 lbs. EN2501
2" 8,800 lbs. 7,040 lbs. 17,600 lbs. EN2502
3" 13,200 lbs. 10,560 lbs. 26,400 lbs. EN2503
4" 16,400 lbs. 13,120 lbs. 32,800 lbs. EN2504

• Type VI - Reverse Eye (RE)
Sling Rated Capacities Type VI
Width Vertical Choker Basket Part #  

One Ply 2" 3,200 lbs. 2,560 lbs. 6,400 lbs. RE1702
4" 6,400 lbs. 5,120 lbs. 12,800 lbs. RE1704
6" 9,300 lbs. 7,440 lbs. 18,600 lbs. RE1706

Two Ply 2" 6,400 lbs. 5,120 lbs. 12,800 lbs. RE2702
4" 11,500 lbs. 9,200 lbs. 23,000 lbs. RE2704
6" 16,500 lbs. 13,200 lbs. 33,000 lbs. RE2706

• Type VII - Continuous Eye/Wide Lift (WL)
Sling Rated Capacities Type VII
Width Vertical Choker Basket Part #  

One Ply 16" -. - 38,000 lbs. WL1716
20" - - 45,000 lbs. WL1720
24" - - 52,000 lbs. WL1724

Two Ply 16" - - 61,500 lbs. WL2716
20" - - 63,000 lbs. WL2720
24" - - 70,000 lbs. WL2724

EE2-702

EN1-702
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Hanging Strap
Strong, versatile, durable, easy way to secure loose gear safely. Tie down ladders, tubing, cylinders or
almost anything in seconds. Cannot snap back. Strong, durable 1” polypropylene webbing. Reinforced
grommet lets you hang it up, tie it up, hook it up or attach it permanently. Spring loaded adjustable buckle.
Easy to get firm tension with no slipping. Make an endless length by connecting two or more together.

CATALOG NO. DESCRIPTION STANDARD PACK

HS-30 Hanging Strap – 31" 24
HS-30-2 Hanging Strap – 31", 2 Straps per Card 12
HS-60 Hanging Strap – 60" 24
HS-60-2 Hanging Strap – 60", 2 Straps per Card 12

Rubber Tie Down Strap
Can stretch to double its length. Quickly ties down ladders, tubing, cylinders or almost anything. Extra
heavy steel “S” hooks on each end. Resists cracking and deterioration.

CATALOG NO. DESCRIPTION STANDARD PACK

RS-9 Rubber Tie Down Strap – 10" 10
RS-15 Rubber Tie Down Strap – 15" 10
RS-20 Rubber Tie Down Strap – 21" 10
RS-31 Rubber Tie Down Strap – 31" 10
RS-41 Rubber Tie Down Strap – 41" 10

Hose Clamps
Partial stainess, worm drive, adjustable. These clamps are 300 series stainless steel 1/2" band with plated
5/16" slotted hex head screw and housing, except the B-4H which has a 5/16" band and 1/4" nut.
Recommended for most applications. 100% interlock construction features one-piece housing which 
directly locks into the band. Spot weld free design.

CATALOG NO. DESCRIPTION STANDARD PACK

B-4H No. 4, 7/32" – 5/8" diameter, 3/16" – 5/16" hose I.D. 10
B-6H No. 6, 3/8" – 7/8" diameter, 1/4" – 3/8" hose I.D. 10
B-8H No. 8, 7/16" – 1” diameter, 5/16" – 1/2" hose I.D. 10
B-10H No. 10, 9/16" – 1-1/16" diameter, 3/8" – 5/8" hose I.D. 10
B-12H No. 12, 9/16" – 1-1/4" diameter, 5/8" – 3/4" hose I.D. 10
B-16H No. 16, 11/16" – 1-1/2" diameter, 3/4" – 1" hose I.D. 10
B-20H No. 20, 3/4" – 1-3/4" diameter, 1" – 1-1/4" hose I.D. 10
B-24H No. 24, 1-1/16" – 2" diameter, 1-1/4" – 1-1/2" hose I.D. 10
B-28H No. 28, 1-5/16" – 2-1/4" diameter, 1-1/4" – 1-3/4" hose I.D. 10
B-32H No. 32, 1-9/16" – 2-1/2" diameter, 1-1/2" – 2" hose I.D. 10
B-36H No. 36, 1-13/16" – 2-3/4" diameter, 1-3/4" – 2-1/4" hose I.D. 10

Lashing Strap
Quickly lashes and secures refrigerators, air conditioners, washers, driers, etc. Strong durable nylon 
webbing rated at 3000 lbs. and end hooks at 1200 lbs. tensile strength. Hand loop for easy tightening. 
Steel cam lever buckle is easy to adjust and releases quickly. Secures a maximum load of 1000 pounds. 
12 feet long.

CATALOG NO. DESCRIPTION STANDARD PACK

HS-144 Lashing Strap – 144" 6

Ratchet Strap
Unique ratchet action permits tie-down of appliances securely, positively. Designed with an innovative latch
and a fast release cam that reduces socket wear. This cadmium-plated steel buckle has a positive lock that
eliminates release due to vibration. When closed, the handle locks the latch into the sprocket to prevent
inadvertent release. Easy ratchet tensioning. 16' strong nylon webbing rated at 3000 PSI tensile. Strong
vinyl coated end hooks rated at 1200 PSI tensile.

CATALOG NO. DESCRIPTION STANDARD PACK

HS-192 Ratchet Strap – 16' 3



BAND-IT Band
• Available in stainless steel, Monel® and galvanized bands.
• Light duty to superior corrosion resistant.
• Wide range of widths and thicknesses.
• EASY SCALE - Patented imprint on the band to quickly 

determine band length without waste.
• Durable plastic dispensers available only on those Part Numbers with

added letter to indicate Y=yellow, B=blue, G=green and R=red below.

BANDING TOOLS / STRAPPING

201 Stainless Steel BAND-IT BAND
Package Quantity 100'/ roll

Average
Width Thickness Breaking Pkg. Wt. 

Part No. In. mm In. mm Strength (Lbs.) Lbs.

C20299 1/4 6 0.020 0.51 500 1.7
C20399 3/8 9 0.025 0.63 900 3.2
C203Y9* 3/8 9 0.025 0.63 900 3.6
C20499 1/2 12 0.030 0.76 1500 5.1
C204B9* 1/2 12 0.030 0.76 1500 5.5 
C20599 5/8 15 0.030 0.76 1875 6.4 
C205G9* 5/8 15 0.030 0.76 1875 6.8
C20699 3/4 19 0.030 0.76 2250 7.7
C206R9* 3/4 19 0.030 0.76 2250 8.2
*Are not available in Mill coils because they are limited to the size of the plastic, 
colored tote cantainers.

BAND-IT Buckle Ear-Lokt Style 
Package Quantity - 100/box

Type Type Galvanized
201SS 316 SS Carbon Steel Width Pkg. Wt.

Part No. Part No. Part No. In. mm Lbs.

C25299** C45299 — 1/4 6 0.3
C25399 C45399 C35399 3/8 10 0.8
C25499 C45499 C35499 1/2 13 2.1
C25599 C45599 C35599 5/8 16 2.4
C25699 C45699 C35699 3/4 19 3.7

** Free End clip style.

Galvanized Carbon Steel Band
Package Quantity 100'/roll

C30399 3/8 10 0.020 0.63 700 3.3
C30499 1/2 13 0.020 0.76 1125 5.1
C30599 5/8 16 0.020 0.76 1405 6.4
C30699 3/4 19 0.020 0.76 1690 7.7
These products available in Mill coil.

316 Stainless Steel Band 
Package Quantity 100'/roll

C40299 1/4 6 0.020 0.51 400 1.7
C40399 3/8 10 0.025 0.63 750 3.2 
C40499 1/2 13 0.030 0.76 1200 5.1
C44499* 1/2 13 0.015 0.38 600 5.3
C40599 5/8 16 0.030 0.76 1500 6.4
C44599* 5/8 16 0.015 0.38 750 6.6
C40699 3/4 19 0.030 0.76 1800 7.7
C44699* 3/4 19 0.015 0.38 900 7.8
These products available in Mill coil. *Available in 200'/roll only.

C00169J02069

BAND-IT Preformed Jr. Smooth ID Clamps
Inside

201 SS 316 SS GCS Width Diameter Pkg. Wt. Pkg.
Part No. Part No. Part No. In. mm In. mm Lbs. Qty.

JS2409 NA NA 1/4 6 13/16 20 2.0 100/box
JS2429 NA NA 1/4 6 1 25 2.1 100/box
JS2419 NA NA 1/4 6 1-3/8 34 2.5 100/box
JS2529 NA NA 1/4 6 1-1/2 38 2.6 100/box
JS2539 NA NA 1/4 6 2 50 3.2 100/box
JS2569 NA NA 1/4 6 2-3/4 69 3.8 100/box
JS2449 NA NA 1/4 6 3 76 4.2 100/box
JS2579 NA NA 1/4 6 3-1/2 88 4.6 100/box
JS2599 NA NA 1/4 6 4-1/2 114 5.7 100/box 
JS2019 JS4019 JS3019 3/8 10 13/16 20 3.6 100/box 
JS2439 NA JS3439 3/8 10 1 25 3.9 100/box
JS2029 JS4029 JS3029 3/8 10 1-3/8 34 5.0 100/box
JS2459 JS4459 JS3459 3/8 10 2 50 5.9 100/box
JS2219 JS4219 JS3219 3/8 10 2-1/5 63 6.8 100/box
JS2469 NA JS3469 3/8 10 3 76 7.5 100/box
JS2559 JS4559 JS3559 3/8 10 3-1/2 88 8.6 100/box
JS2489 JS4489 JS3489 3/8 10 4 101 9.5 100/box
JS2039 JS4039 JS3039 1/2 13 1 25 6.5 100/box
JS2049 JS4049 JS3049 1/2 13 1-1/4 31 7.2 100/box 
JS2319 NA JS3319 1/2 13 1-1/2 38 8.1 100/box 
JS2369 NA JS3369 1/2 13 1-3/4 44 8.7 100/box 
JS2379 JS4379 JS3379 1/2 13 2 50 9.4 100/box
JS2309 NA JS3309 1/2 13 2-3/4 69 11.3 100/box
JS2499 JS4499 JS3499 1/2 13 4 101 14.9 100/box
JS2059 JS4059 JS3059 5/8 16 1-1/5 38 10.4 100/box
JS2069 JS4069 JS3069 5/8 16 1-3/4 44 11.3 100/box
JS2079 JS4079 JS3079 5/8 16 2 50 12.2 100/box
JS2089 JS4089 JS3089 5/8 16 2-1/4 57 13.3 100/box 
JS2099 JS4099 JS3099 5/8 16 2-1/2 63 13.9 100/box
JS2279 JS4279 JS3279 3/4 19 2 50 14.9 100/box
JS2109 JS4109 JS3109 3/4 19 2-3/4 69 9.2 50/box
JS2119 JS4119 JS3119 3/4 19 3 76 9.7 50/box
JS2129 JS4129 JS3129 3/4 19 3-1/2 88 10.8 50/box
JS2139 JS4139 JS3139 3/4 19 4 101 6.1 25/box
JS2149 JS4149 JS3149 3/4 19 4-1/2 114 6.7 25/box 
JS2159 JS4159 JS3159 3/4 19 5 127 7.2 25/box
JS2169 JS4169 JS3169 3/4 19 6 152 8.2 25/box
Note: Band-It Jr. Preformed Clamps can be used with C00169 tool.

Preformed Clamps
Band-It Jr.

Hand Tools for Band and Buckle
Pkg. Wt.

Part No. Description Lbs.

C00169 BAND-IT Tool - For band widths from 3/16" to 3/4" 4.3

J02069 Pok-It II Tool with cutter - For band widths from 
3/16" to 3/8" wide band. 0.8
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